
ENCROACHMENT PERMIT REGULATIONS 
Information Handout Sheet 

(Note:  This sheet is to accompany the issued permit) 

 

 

1. Notify Underground Service Alert (1-800-227-2600) and the City of Plymouth (1-

209-245-6941) at least 48 hours prior to starting any work in or out of public right 

of way. 

 

2. All pavement shall be saw cut.  Tack coat all pavement edges immediately prior 

to paving.  Paving material shall be 1/2–inch maximum medium graded Class B 

asphalt concrete mixed and placed in accordance with the requirements of Section 

39 of the State of California Department of Transportation. 

 

3. Traffic control and signing shall comply with the “Manual of Traffic Controls”. 

 

4. Whenever work encroaches onto the street or traveled way such that less than 20-

feet of pavement width is usable by traffic, Permittee shall provide one flagmen 

whose sole duty shall be traffic control.  Flagmen shall be furnished all necessary 

equipment and instructed in traffic control procedures indicated in the “Manual of 

Traffic Controls for Construction and Maintenance Work Zones”. 

 

5. Materials, soil pipes, equipment and supplies in the right of way after working 

hours shall be stored at least 15-feet from street centerline and shall be adequately 

marked with cones and flasher type barricades. 

 

6. All trenches shall be backfilled and all streets and sidewalks shall be swept clean 

at the end of each working day.  All trenches shall be finish paved or protected 

with temporary asphalt (cold mix) paving.  Streets and sidewalks shall be fully 

opened for traffic unless written permission is obtained from the District. 

 

7. If permit is for construction of pipeline or its appurtenances, the contractor is 

required to have in his possession a General Engineering (Class A) license or 

equal.  Permittee shall provide a written cost estimate of work and contractor’s 

liability insurance with a minimum $1,000,000 naming the City as additionally 

insured on the policy.  Compaction tests may be required before applying 

permanent paving to street.  Surety may also be a requirement for this permit. 

 


